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BT10 Series – 10 μl Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10XL Series – 10 μl Extended Length Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2 

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10E Series – 10 μl EppendorfTM Style Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10F Series – 10 μl FinnTM Style Filter Tip

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT20 Series – 20 μl Filter TIp

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT100 Series – 100 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT200 Series – 200 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT300 Series – 300 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT1000 Series – 1000 μl Filter Tip

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl

BT1250 Series – 1000-1250 μl Extended Length Filter TIp

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl

Fi
lt

er
 T

ip
 C

om
pa

ti
bi

lit
y 

C
ha

rt

FILTER TIP COMPATIBILITY CHART
Neptune pipette tips are compatible with a broad range of industry leading pipettes.  The table below represents compatibility among the more 
recognized brands on the market.  Compatibility is determined based on fit and function.  Tip fit is determined by the ability to mount and eject 
Neptune tips onto the pipette.  Function is determined by the ability to calibrate the pipette within the manufacturer’s specifications using Neptune 
tips.  For more information on tip compatibility, visit www.neptunescientific.com.
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BT10 Series – 10 μl Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10XL Series – 10 μl Extended Length Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2 

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10E Series – 10 μl EppendorfTM Style Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10F Series – 10 μl FinnTM Style Filter Tip

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT20 Series – 20 μl Filter TIp

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT100 Series – 100 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT200 Series – 200 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT300 Series – 300 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT1000 Series – 1000 μl Filter Tip

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl

BT1250 Series – 1000-1250 μl Extended Length Filter TIp

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
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